
Code:

P67F

Recommended Net(s):

R11/120/8
R11/120/15

150mm

175mm

125mm

150mm

150mm

125mm

125mm

100mm

75mm

75mm

75mm

75mm

Code:

P63F

Recommended Net(s):

R15/158/5
R15/158/8
(dashed section is 

turned out)

100mm

100mm

175mm

150mm

150mm

150mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm
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�|                                                 DEER/SOLAR/DOG PADDOCK/ RURAL SECURITY                                                       | 

�|       PASTURE        

�|                ROAD/RAILSIDE                 |                                                     EQUINE                                                        |

�|                                                       LIVESTOCK                                                              |

�|                                      OTTER                                           |

Manufacturers 
code for wire and 

knot type
Quantity of 
horizontal 

wires

Overall 
height of 
net (cm)

Distance 
between vertical 

wires (cm)

KEY TO STOCK NET CODES

R11/120/15

Code:

P43F

Recommended Net(s):

RL23/240/5 C5
(dashed section 

is turned out)

Recommended Net(s):

RL19/180/5 C14 
& RL6/50/5 C5

(dashed section 
is turned out)

(cranked bracket)

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

125mm

125mm

125mm

125mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

125mm

125mm

125mm

125mm

100mm

Code:

P14L
Recommended Net(s):

Plain/Barbed Line 
Wires only

250mm

100mm

150mm

200mm

200mm

Code:

P22H

Recommended Net(s):

C8/80/15
HT8/80/15,22,30

152mm

70mm

150mm

140mm

131mm

114mm

102mm

83mm

83mm

60mm

Code:

P25F

Recommended Net(s):

R6/85/22

200mm

70mm

150mm

175mm

175mm

150mm

150mm

Code:

P26S

Recommended Net(s):

HT(S)6/86/22

203mm

70mm

150mm

178mm

178mm

152mm

152mm

Code:

P68F

Recommended Net(s):

HT11/122/8
HT11/122/15

152mm

178mm

55mm

152mm

152mm

127mm

127mm

102mm

76mm

76mm

76mm

55mm

Code:

P42F

Recommended Net(s):

R10/90/5
R10/90/8

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

Code:

P45S

Recommended Net(s):

HT(S)10/90/5
HT(S)10/90/8

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

Code:

P43F

Recommended Net(s):

R12/110/5
R12/110/8

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

Code:

P46S

Recommended Net(s):

HT(S)12/110/5
HT(S)12/110/8

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

Code:

P44F

Recommended Net(s):

R13/120/5
R13/120/8

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

Code:

P32H

Recommended Net(s):

H13/190/15

150mm

229mm

229mm

180mm

180mm

152mm

140mm

131mm

114mm

102mm

83mm

180mm

180mm

Code:

P33F

Recommended Net(s):

R13/192/8
R13/192/15

200mm

200mm

200mm

175mm

150mm

150mm

150mm

125mm

125mm

100mm

175mm

175mm

150mm

Code:

P36S

Recommended Net(s):

HT(S)13/190/8
HT(S)13/190/15

178mm

178mm

178mm

152mm

152mm

152mm

152mm

152mm

127mm

127mm

178mm

178mm

150mm

Code:

P37S

Recommended Net(s):

HT(S)13/190/8
HT(S)13/190/15

178mm

178mm

178mm

152mm

152mm

152mm

152mm

152mm

127mm

127mm

178mm

178mm

Code:

P34F

Recommended Net(s):

R19/180/5

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

Code:

P39S

Recommended Net(s):

HT(S)19/180/5

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

102mm

Code:

P34F

Recommended Net(s):

RL19/180/5 
& RL6/50/5 C5

(dashed section 
is turned out)

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

100mm

�|                     POULTRY                     |

152mm

180mm

180mm

140mm

131mm

114mm

102mm

83mm

83mm

83mm

83mm

83mm

83mm

83mm

152mm

180mm

180mm

180mm

180mm

140mm

131mm

114mm

102mm

83mm

83mm

83mm

83mm

83mm

83mm

83mm

180mm

180mm 180mm

180mm

Code:

P61H

Recommended Net(s):

LHT15/158/8
HT15/158/8

(dashed section 
is turned out)

Recommended Net(s):

HT17/194/8
(dashed section 

is turned out)

�|                       BADGER/BOAR                        |

152mm 152mm

180mm 180mm

180mm

180mm 180mm

180mm

140mm 140mm

131mm 131mm

114mm 114mm

102mm 102mm

83mm 83mm

83mm 83mm

83mm 83mm

83mm 83mm

83mm 83mm

83mm 83mm

83mm 83mm

Code:

P62H

Recommended Net(s):

HT15/158/8
(dashed section 

is turned out)

Recommended Net(s):

HT17/194/8
(dashed section 

is turned out)

(cranked bracket - 
optional)Code:

P23F/P24F

Recommended Net(s):

R8/80/15,22,30
HT(S)8/80/15,22

150mm

70mm

150mm

150mm

125mm

125mm

100mm

75mm

75mm

60mm

Code:

P21F

Recommended Net(s):

R8/80/15,22,30
HT(S)8/80/15,22

150mm

70mm

150mm

150mm

125mm

125mm

100mm

75mm

75mm

Code:

P35F

Recommended Net(s):

R13/192/8
R13/192/15

200mm

200mm

200mm

175mm

150mm

150mm

150mm

125mm

125mm

100mm

175mm

175mm

INTERMEDIATE POST AND STRAINER OPTIONS

Intermediate Post P14L P21F P22H P23F P24F P25F P26S P67F P68F P42F P45S P43F P46S P44F P32H P33F P36S P35F P37S P34F P39S P43F P34F P61H P62H P63F Product Code

Application Pasture Livestock Livestock Livestock Livestock Pheasant Friendly Pheasant Friendly Road/Railside Road/Railside Equine Equine Equine Equine Equine Deer Deer/Solar/Dog Deer/Solar/Dog Deer/Solar/Dog Deer/Solar/Dog Dog/Security Dog/Security Otter Otter Poultry Badger Badger/Boar Application

Length (mm) 1500 1650 1800 1800 2100 1800 1800 2100 2100 1800 1800 2000 2000 2100 2900 3000 3000 2800 2800 2800 2800 2000 2800 2600 1950 1950 Length (mm)

Recommended stock net Line Wires R8/80/15,22,30
HT(S)8/80/15,22

C8/80/15
HT8/80/15,22,30

R8/80/15,22,30
HT(S)8/80/15,22

R8/80/15,22,30
HT(S)8/80/15,22

R6/85/22 HT(S)6/86/22 R11/120/8
R11/120/15

HT(S)11/122/8
HT(S)11/122/15

R10/90/5
R10/90/8

HT(S)10/90/5
HT(S)10/90/8

R12/110/5
R12/110/8

HT(S)12/110/5
HT(S)12/110/8

R13/120/5
R13/120/8

HT13/190/15 R13/192/8
R13/192/15

HT(S)13/190/8 
HT(S)13/190/15 

(S Knot)

R13/192/8
R13/192/15

HT(S)13/190/8 
HT(S)13/190/15 

(S Knot)

R19/180/5 HT(S)19/180/5 RL23/240/5 C5 or 
RL19/180/5 C14 
& RL6/50/5 C5

RL19/180/5 C14 
& RL6/50/5 C5

(L)HT15/158/8 
HT17/194/8

(L)HT15/158/8 
HT17/194/8

R15/158/5
R15/158/8

Recommended stock net 

Turner Post Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Turner Post

Without Fins (Length m) P82(2.1) P82(2.1) P82(2.1) P82(2.1) P82(2.1) P82(2.1) P82(2.1) P84(2.4) P84(2.4) P82(2.1) P82(2.1) P84(2.4) P84(2.4) P84(2.4) n/a n/a n/a n/a n/a n/a n/a P84(2.4) n/a S85(2.85) P82(2.1) P82(2.1) Without Fins (Length m)

With Fins (Length m) S86(2.4) S86(2.4) S86(2.4) S86(2.4) S86(2.4) S86(2.4) S86(2.4) S75(2.7) S86(2.4)/S75(2.7) S86(2.4) S86(2.4) S86(2.4)/S75(2.7) S86(2.4)/S75(2.7) S86(2.4)/S75(2.7) S98(3.0), S54(3.3) S98(3.0), S54(3.3) S98(3.0), S54(3.3) S98(3.0), S54(3.3) S98(3.0), S54(3.3) S98(3.0), S54(3.3) S98(3.0), S54(3.3) S86(2.4)/S75(2.7) S98(3.0), S54(3.3) S77(3.0), S98(3.0) S86(2.4) S86(2.4) With Fins (Length m)

Diagonal Strut Strainer Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Diagonal Strut Strainer

Strainer (Length m) S23(2.4) S23(2.4) S23(2.4) S23(2.4) S23(2.4) S23(2.4) S23(2.4) S75(2.7) S75(2.7) S23(2.4) S23(2.4) S75(2.7) S75(2.7) S75(2.7) S53(3.3) S53(3.3) S53(3.3) S77(3.0), S53(3.3) S77(3.0), S53(3.3) S77(3.0), S53(3.3) S77(3.0), S53(3.3) S75(2.7) S77(3.0), S53(3.3) S77(3.0) S23(2.4) S23(2.4) Strainer (Length m)

Strut (Length m) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S35(2.4) S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S35(2.4) S35(2.4) S35(2.4) S63(3.0) S63(3.0) S63(3.0) S63(3.0) S63(3.0) S63(3.0) S63(3.0) S35(2.4) S63(3.0) S63(3.0) S33(2.0), S35(2.4) S33(2.0), S35(2.4) Strut (Length m)

Anchor Post S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 S43 Anchor Post 

Box Strut Strainer Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Box Strut Strainer

Strainer (Length m) S23(2.4) S23(2.4) S23(2.4) S23(2.4) S23(2.4) S23(2.4) S23(2.4) S75(2.7) S75(2.7) S23(2.4) S23(2.4) S75(2.7) S75(2.7) S75(2.7) S53(3.3) S53(3.3) S53(3.3) S77(3.0), S53(3.3) S77(3.0), S53(3.3) S77(3.0), S53(3.3) S77(3.0), S53(3.3) S75(2.7) S77(3.0), S53(3.3) S77(3.0) S23(2.4) S23(2.4) Strainer (Length m)

Strut (Length m) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S35(2.4) S35(2.4) S33(2.0), S35(2.4) S33(2.0), S35(2.4) S35(2.4) S35(2.4) S35(2.4) S63(3.0) S63(3.0) S63(3.0) S63(3.0) S63(3.0) S63(3.0) S63(3.0) S35(2.4) S63(3.0) S63(3.0) S33(2.0), S35(2.4) S33(2.0), S35(2.4) Strut (Length m)

Box Support Post (m) S83(1.8) S83(1.8) S83(1.8) S83(1.8) S83(1.8) S83(1.8) S83(1.8) S84(2.1) S84(2.1) S83(1.8) S83(1.8) S84(2.1) S84(2.1) S84(2.1) S85(2.85) S85(2.85) S85(2.85) S85(2.85) S85(2.85) S85(2.85) S85(2.85) S84(2.1) S85(2.85) S85(2.85) S83(1.8) S83(1.8) Box Support Post (m)

Post Length:
1500mm

Fence Height:
900mm

In ground: 
550mm

Post Length:
1800mm

Fence Height:
1100mm

In ground: 
650mm

Post Length:
1800mm

Fence Height:
1100mm

In ground: 
650mm

Post Length:
1800mm

Fence Height:
1100mm

In ground: 
650mm

Post Length:
2100mm

Fence Height:
1350mm

In ground: 
700mm

Post Length:
1800mm

Fence Height:
1150mm

In ground: 
600mm

Post Length:
1800mm

Fence Height:
1150mm

In ground: 
600mm

Post Length:
2000mm

Fence Height:
1350mm

In ground: 
600mm

Post Length:
2000mm

Fence Height:
1350mm

In ground: 
600mm

Post Length:
2100mm

Fence Height:
1450mm

In ground: 
600mm

Post Length:
2900mm

Fence Height:
2100mm

In ground: 
750mm

Post Length:
3000mm

Fence Height:
2100mm

In ground: 
850mm

Post Length:
3000mm

Fence Height:
2100mm

In ground: 
850mm

Post Length:
2800mm

Fence Height:
1950mm

In ground: 
800mm

Post Length:
2800mm

Fence Height:
1950mm

In ground: 
800mm

Post Length:
2800mm

Fence Height:
1950mm

In ground: 
800mm

Post Length:
2000mm

Fence Height:
1650mm

In ground: 
600mm

Post Length:
2800mm

Fence Height:
1900mm

In ground: 
850mm

Post Length:
2600mm

Fence Height:
1800mm

In ground: 
750mm

Post Length:
1950mm

Fence Height:
1600mm

In ground: 
650mm

Post Length:
1950mm

Fence Height:
1250mm

In ground: 
650mm

Post Length:
1800mm/
2100mm

Fence Height:
1100mm

In ground: 
650mm/
950mm

Post Length:
1650mm

Fence Height:
1050mm

In ground: 
550mm

Post Length:
2800mm

Fence Height:
1950mm

In ground: 
800mm

Box StrutDiagonal Strut

�|               ANCHOR POSTS               |

�|        LIVESTOCK TURNER POSTS       |      BREAST STRUT     |

Ø76mm
x 1000mm

Rocky 
Ground

(No Fins)

Ø89mm
x 800mm 

Firm
 Ground

Ø89mm
x 1000mm

Soft 
Ground

Ø60mm
x 2.1m
Minor 
Turns
<100

Ø76mm
x 2.1m
Minor 
Turns
<200

Ø89mm x 2.4m
Turns <400
(with Fins)

Ø48mm
x 750mm

Below 
Ground 
Support 

for Turner 
PostsFor Turns >400 consider Diagonal 

or Box Strut Configuration

|        DEER TURNERS        |�|                                                                                                  DEER STRAINER CONFIGURATIONS                                                                    |                                                        

Ø114mm
x 3.0m
Turns
<400

Box 
Support 
Ø89mm
x 2.85m

Ø89mm/Ø114mm
x 3.3m

Turns <400

For Turns >400 consider Diagonal 
or Box Strut Configuration

Strainer
Ø89mm/

Ø114mm x 3.3m 
with Fins and 
Anti-Lift Tabs

Strainer
Ø89mm/

Ø114mm x 3.3m 
with Fins and 
Anti-Lift Tabs

Strut Ø48mm
x 3.0m

Anchor Post
(see options)

Strut Ø48mm
x 3.0m

�|                                                LIVESTOCK STRAINER CONFIGURATIONS                                           |

Diagonal Strut Box Strut

Strainer
Ø89mm/Ø114mm

x 2.4m/2.7m
with Fins and 
Anti-Lift Tabs

Strainer
Ø89/114mm

Strut Ø48mm
x 2.0m/2.4m

Strut Ø48mm
x 2.0m/2.4m

Box 
Support 
Ø89mm
x 1.8m

Anchor Post
(see options)

(can be cranked 
either above or 
below ground, 

depending on the 
application)

(can be cranked 
either above or 
below ground, 

depending on the 
application)

(can be cranked 
either above or 
below ground, 

depending on the 
application)

(can be cranked 
either above or 
below ground, 

depending on the 
application)

Post Length:
2100mm

Fence Height:
1450mm

In ground: 
600mm

Strainer
Ø89/Ø114mm

x 2.4m

Strainer
Ø89mm
x 2.7m

Strainer
Ø89mm
x 3.0m

Strainer
Ø89/114mm

x 3.3m

All Strainers have Support Fins and Anti-Lift Tabs

�|                            STRAINER OPTIONS                         �|


